SOUNDSPHERE

L O U DS P E A KERS

Made in America ® Hemispherical Dispersion and Full-Range Sound
Easy Installation e Perfect for Factories, Supermarkets, Gymnasiums & More
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110 Page Q-6 Q-8 Q-12A Q-12AWR
System Type Dual Cone 6-1/2” 6-1/2” Single Cone ?Zﬁxﬁrg_;,/f; =7 ?,?32':1':; :;F’ 12” True Coaxial 12” True Coax
Frequency Response 220Hz - 18kHz 500Hz - 5.5kHz 220Hz - 20kHz 200Hz - 17kHz 120Hz - 13kHz 120Hz - 13kHz

+ 3dB + 3dB + 3dB + 3dB + 3dB + 3dB

Height 11-7/8” (302mm) 11-7/8” (302mm) 11-7/8” (302mm) 19” (483mm) 25”7 (635mm) 25”7 (635mm)
Reflector Diameter 14-7/8” (378mm) 14-7/8” (378mm) 14-7/8” (378mm) 20” (508mm) 26” (660mm) 26” (660mm)
Sphere Diameter 10” (254mm) 10” (254mm) 10” (254mm) 16” (406mm) 22” (560mm) 22” (560mm)
Weight 8 lbs (3.6kQ) 8 Ibs (3.6 kg) 8 lbs (3.6 kg) 22 Ibs (10 kg) 39 Ibs (17.6 kg) 39 Ibs (17.6 kg)
Certifications CE, WEEE CE, WEEE CE, WEEE CE, WEEE CE, WEEE CE, WEEE

speakers and BK2 Boom Kit

a Q-CX electronic crossover.

speakers and BK4 Boom Kit

Conventional Speaker System Soundsphere® Loudspeaker and a QCX electronic crossover.
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Q-12A Combo 3: Includes 2 Model Q-12A loud-
speakers, 1 Q-SB2 subwoofer, BK3 Boom Kit, and

Q-12A Combo 4: Includes 4 Model Q-12A loud-

THE BEST SOUND AROUND

Q-15 Q-SB2
15” True Coaxial 2x18” Woofer
90Hz - 17kHz 40Hz - 200Hz
+ 3dB + 10dB
33” (840mm) 32” (813mm)
32” (815mm) ---
277 (685mm) 32”7 (813mm)
63 Ibs (28.6 kQ) 82 Ibs (37.2 kQ)
CE, WEEE CE, WEEE

MODEL Q-12A COMBO KITS:

Q-12A Combo 2: Includes 2 Model Q-12A loud-

Model Q-Combo 5

Q-12A Combo 5 (shown): Includes 4 Model Q-12A
loudspeakers, 1 Q-SB2 subwoofer, BKS Boom Kit,
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MADE IN AMERICA
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